
• CNC LATHE - TAURUS TRD 110/3M CNC  

SWING OVER BED:          1.135 mm
SWING OVER CARRIAGE:          765 mm
CROSS SLIDE TRAVEL:          610MM

     DISTANCE BETWEEN CENTER:       3100mm
ONE PIECE RIGIODITY SHAPE BED GUIDE WAY                                                      
SPINDLE BORE:         153MM
SPINDLE NOSE:         A2-11 
SPINDLE RPM:         10~700RPM
SPINDLE SPEED STEPS:          4 steps

     MASSIVE TAILSTOCK QUILL:      145MM
MANUAL MOVEMENT TAILSTOCK BODY AND QUILL
TWO DOOR TYPE FULL LENGTH SPLASH GUARD

     SWARF CHIP CONVEYOR:        1 SET
V12 SERVO TURRET:                     12 Position
HEADSTOCK OIL THERMAL CONTROL(18,000BTU): 1SET
FLUSH COOLANT WATER SYSTEM:                              1SET
AUTO LUBRICATION SYSTEM:                                        1SET 

     CONTROL SYSTEM: FANUC OiT 
FULL KEY OPERATE PANEL
8.4’ LCD MONITOR WITH MANUAL GUIDE Oi
DUPLIX MPGPANEL
MININUM PROGRAM COMMAND:                                          0.001 mm
X-AXIS POSITION ACCURACY:                                                0.01 mm
Z-AXIS POSITION ACCURACY:                                                 0.02 mm
REPEADTEDLY  0.01MM
Z-AXIS SERVO MOTOR:        Fanuc ALPHA 56 kW
X- AXIS SERVO MOTOR:          Fanuc ALPHA 12 kW   

     Z-Axis Ball Screw Diameter:       80 mm  
X-Axis Ball Screw Diameter:         50 mm

      MAIN SPINDLE MOTOR:        Fanuc ALPHA 65 kW
BACK EDIT FUNCTION
PROGRAM MEMORY 320m
PCB TYPE WIRING (PLC)

     VOLTAGE:         220V/60HZ/3PHASE  
     
     OPTIONAL ACCESSORIES:
     STEEL BODY 4-JAW CHUCK:         900  mm
     MANUAL STEADY REST:         30~400  mm 
     MANUAL STEADY REST:         350~700  mm   

Oferujemy do sprzedaży: 
• tokarki kłowe ciężkie konwencjonalne i CNC • tokarki precyzyjne konwencjonalne i CNC • wiertarko-frezarki konwencjonalne i CNC 

• nowoczesne wieloosiowe centra obróbcze sterowane numerycznie • zaginarki i inne maszyny do obróbki blach • dłutownice


